
ET Range: 11.99 > 10.00 2019

Safety Item Comments

Prop loop N/A

Neutral safety switch N/A

Auto trans reverse lockout N/A

Water catch can N/A

Automatic Transmission: 
SFI Trans shield 4.1

5 years if rigid,  
2 years if a blanket

At 10.99

Manual Transmission: 
SFI Bellhousing 6.1 or 6.3

2 years
Or 1/4” steel plate surrounding 

bellhousing, 360 degrees

SFI (or billet steel) harmonic damper N/A At 10.99

Helmet (Snell 2005 no longer in date) Check Snell No.

Race suit SFI 3.2A/1 N/A

Neck brace/Hans system Hans: 5 years At 10.99

5 point SFI or FIA harness
2 years if SFI, 
5 years if FIA 

Roll hoop 10.0 spec N/A

SFI spec Roll cage padding N/A

Head protector (headrest) N/A

Battery Cut off – 
NHRA approved type only

Battery Cut off Sticker – 
located next to cut off.

Battery hold down bolts must be 10mm 
diameter

Tail light N/A
GSR: MUK General Safety Rule N/A: Not Applicable

Length of 
certificate

If battery is relocated from Stock position

If battery is relocated from Stock position

If battery is relocated from Stock position

GSR requirement: All Wheel studs must protrude beyond the surface of the wheel at least by the 
diameter of the Stud. This also applies if Sleeve nuts are installed

GSR requirement: If the Driver’s seat can be moved on runners, a Telescopic Seat support is 
required at the headrest area

GSR requirement: Harness must be captive by means of a Bracket or retainers to prevent belts 
sliding sideways on Roll cage bar


